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A.       PROPOSAL

Regulation  No. 48

Paragraph  2.7.12. , amend to read :

« 2.7.12. "Stop lamp" means a lamp used to indicate to other road users to the  both sides of the

vehicle, front and rear, that the longitudinal movement of the vehicle is intentionally retarded; »

Regulation No. 7

Paragraph 1.3. , amend to read :

« 1.3."Stop-lamp" means the lamp used to indicate to other road-users to the  both sides of the vehicle,  front and rear, that its driver is applying the service brake. The stop-lamps may be activated by the application of a retarder or a similar device.»
B.
JUSTIFICATION
Visibility and clarity of traffic situations, signals and signs of the shorter and higher zones are  important interactive safety elements.                  

Better preventive effect is expected for most frequently 97 % and the most dangerously front movement of a vehicle.
[image: image1.wmf] 


[image: image2.bmp]
0.       The higer level of interaction of all active participants in traffic.

1.       The better perceiving of turn signal on facade of vehicle

1.1.    The better perceiving of rear turn signal of vehicle

2.       The better perceiving of rear stop lamp signal of vehicle

2.1.    The better perceiving of front stop lamp of vehicle

3.       The better and safer information signal about condition on road junction , road curve,  

          concave - convex curve..

4.       The better warning at rest, at standstill, in the movement

5.       The better-larger help in the regulation of traffic

6.       The better-larger usefulness by the analysis of traffic-dynamically-statically-accidents       

7.      All presented calculations are observed through the efficiency,verify null hypotheses as the            

          valid argument .
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1.    ...Today..
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2.   ...transitional phases ...





  2.1.   ... transitional phases  ≈ 300 - 400 nm ...
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2.2.    ...Expected  solution  stop  light ≈ od 600 - 700 nm  








(/  In accordance with the programme of work of the Inland Transport Committee for 2006-2010 (ECE/TRANS/166/Add.1, programme activity 02.4), the World Forum will develop, harmonize and update Regulations in order to enhance performance of vehicles.  The present document is submitted in conformity with that mandate.
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